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LEGEND ABBREVIATIONS GENERAL NOTES: z|2] 9/
2|85 g
2’x4’ FLUORESCENT FIXTURE _ﬁ— TRANSFORMER
- ADJACENT NUMERAL INDICATES CIRCUIT GROUPING A AMPERE ID INSIDE DIAMETER "
a LOWER—CASE LETTER DENOTES SWITCHING oo CURRENT TRANSFORMER AC ALTERNATING CURRENT IN INCH 1. PG&E TO PROVIDE SERVICE FROM EXISTING 21KV LINE TO NEW METER POLE. S| : :
u -
2'x4” FLUORESCENT FIXTURE ON EMERGENCY CIRCUIT X STARTER 2. FIELD VERIFY LOCATION OF NEW POLES WITH PG&E AND OWNER. 2L §8
- 3—POLE, NEMA SIZE 1 MINIMUM UNLESS NOTED OTHERWISE ACU AR CONDITIONING UNIT /B JUNCTION  BOX elSis| | ;
’ ’ o|N|T g_ g
—1 1'x4" FLUORESCENT FIXTURE = COMBINATION STARTER AIC AMPERE INTERRUPTING CURRENT KAIC KILO AMP INTERRUPTING CURRENT 3. ALL OVERHEAD WORK TO MEET REQUIREMENTS OF GO95. g § gg g
= W
NIGHT LIGHT AND EMERGENCY DESIGNATED EGRESS LIGHTING HP RATED, 3—POLE, NEMA SIZE 1 MINIMUM UNLESS NOTED KCMIL  THOUSAND CIRCULAR MILS 4. ALL ELECTRICAL WORK TO MEET THE REQUIREMENTS OF NEC 2008, AND CALIFORNIA setpfor
IZNJ__ INSTALL 2—LAMP BATTERY POWER PACK. OTHERWIS% - OVERCTURRENT PROTECT?N AS REQUIRED BY AP AMPERE FRAME ELECTRICAL CODE 2007. gg g
o EQUIPMENT MANUFACTURER OR AS NOTED AT AMPERE TRIP KVA KILOVOLTAMPERES det gt
E_E 2’x2’ FLUORESCENT FIXTURE — M/S DENOTES MASTER/SLAVE - DISCONNECT SWITCH — MOTOR RATED. FURNISHED AND INSTALLED 5. HIPOT MEDIUM VOLTAGE CABLE PER NETA GUIDELINES. %E :
Al AWG AMERICAN WIRE GAGE KW KILOWATT(S %
D 2'%2" FLUORESCENT FIXTURE ON EMERGENCY CIRCUIT BY ELECTRICAL CONTRACTOR. F” INDICATES SWITCH TO BE (S) 6. VERIFY PHASING AND ROTATION. _ = % 3 %
FURNISHED WITH DUAL ELEMENT FUSES FOR EACH PHASE, SIZED BATT BATTERY VL LEVEL 3=z Eg :
—— '«8" WRAP AROUND FLUORESCENT FIXTURE ACCORDING TO NAMEPLATE DATA ON THE EQUIPMENT SERVED 3 C1E| e
z ]
W MOTOR CONNECTION BLDG  BUILDING MCC MOTOR CONTROL CENTER S|5| |gadcEes
— STRIP FLUORESCENT LIGHTING FIXTURE — TYPE AS NOTED SEE SCHEDULE FOR MOTOR DATA olo| |F5deaE
BRKR  BREAKER MCP MOTOR CIRCUIT PROTECTOR 912 [disls
—e— STRIP FLUORESCENT LIGHTING FIXTURE ON EMERGENCY CIRCUIT DD |ErEEgeis
q HEAVY LINEWORK INDICATES NEW WORK c CONDUIT VH VMANHOLE g% ;
TERMINAL BOX NEMA 3R ENCLOSURE 55
- LIGHT LINEWORK INDICATES EXISTING TO REMAIN CAB CABINET MIN VINIMUM P
POWER PACK _ ,
- CONDUIT — CONCEALED IN WALLS OR CEILING; 3/4” WITH (2) cB CIRCUIT BREAKER MLO MAIN LUGS ONLY - <
UNLESS OTHERWISE NOTED. CKT CIRCUIT MTD MOUNTED =
@ WALL IR/UV, WALL OCCUPANCY SENSOR ) N oo
----- CONDUIT — IN OR BELOW FLOOR OR GRADE; 3/4” WITH (2) #12 CO CONDUIT ONLY NEC NATIONAL ELECTRICAL CODE Ok =
— 68” x 6” x 4 (ONE 4’ LAMP) RECESS FLUORESCENT FIXTURE AWG WIRES AND (1) INSULATED #12 GRD CONDUCTOR UNLESS OwnZ
OTHERWISE NOTED. COMM  COMMUNICATIONS NIC NOT IN CONTRACT < 0O
®) CEILING—MOUNTED LIGHTING FIXTURE — TYPE AS NOTED € oo
— o CONDUIT UP CcT CURRENT TRANSFORMER NO NUMBER R
® CEILING—MOUNTED FIXTURE ON EMERGENCY CIRCUIT Z O
5 CONDUIT DOWN CTL CONTROL NTS NOT TO SCALE o< O
O+ WALL—MOUNTED LIGHTING FIXTURE — TYPE AS NOTED O =5
3 CONDUIT CAPPED cu COPPER P POLE < S
®- WALL—MOUNTED FIXTURE ON EMERGENCY CIRCUIT
AAAANANA FLEX CONDUIT WITH REQUIRED CONDUCTORS AND CONNECTION DC DIRECT CURRENT PC PNEUMATIC COMPRESSOR
O WALL—MOUNTED LIGHTING FIXTURE — TYPE AS NOTED
1N CONDUIT — HOME RUN TO PANEL, TERMINAL CABINET, ETC.; DET DETAIL PF POWER FACTOR
@ EXISTING CANOPY LIGHTING FIXTURE 410 HASH MARKS INDICATE NUMBER OF WIRES. "#10” INDICATES /
P WIRE SIZE, SIZE CONDUIT TO CODE. DIA DIAMETER ? PHASE /
07 SITE— POLE MOUNTED LIGHT FIXTURE 4
= . - —Hp— RACEWAY MARKING INDICATES QUANTITY OF WIRES IN CONDUIT DISC~ DISCONNECT PAL PANEL; PANELBOARD 4
/1N SITE— IN GROUND LIGHT FIXTURE — SMALL HASH MARKS INDICATE PHASE CONDUCTORS oN DOWN ove SOLYVINYL CHLORIDE
— LARGER HASH MARK INDICATES NEUTRAL
o EXIT SIGN — ARROW INDICATES DIRECTION OF EGRESS _ HASH MARK WITH DOT INDICATES ISOLATED GROUND
. DWG DRAWING PWR POWER
$ SINGLE—POLE WALL SWITCH WALL SW. — SUBSCRIPT INDICATES: GhLLE%NSMQ@%B SCT)}:?F:JV'VT'SEUNS ARE 3/4" CONDUIT WITH 2§12 ~
4 3 — THREE—WAY EA EACH QTY QUANTITY 3
4 4 — FOUR—WAY - _ _ i
K KEV-OPERATED UNDER FLOOR DUCT — POWER — WITH SERVICE FITTING - EXHAUST FAN REV REVISION ;
P — SWITCH WITH PILOT LIGHT - 3
WP — WEATHERPROOF UNDERFLOOR DUCT — TELEPHONE — WITH SERVICE FITTING EL ELEVATION RGS RIGID GALVANIZED STEEL 3
M — MANUAL MOTOR STARTER
ST — SHUNT TRIP PUSH BUTTON —— PANELBOARD — SURFACE OR FLUSH MOUNTED ELEC  ELECTRICAL SCHED  SCHEDULE
T — THERMOSTAT CONTROLLED
- 480V PANELBOARD — SEE PANEL SCHEDULE ELEV  ELEVATOR SECT SECTION
DIMMER SWITCH
@ = 208V OR PANELBOARD — SEE PANEL SCHEDULE EMERG  EMERGENCY SHLD  SHIELDED _
MOTION SENSOR =
= EQUIPMENT CABINET — TYPE AS INDICATED EP EXPLOSION PROOF SPEC  SPECIFICATIONS _2 g S
@@ NCIONEOX - CHUNG OF WAL D SEED RERCO0E G SNGLE RECEPTACLE AS NDATED ON LS o s 5|
EQUIPMENT ' EMERGENCY SINGLE RECEPTACLE AS INDICATED ON PLANS O3 [¢g
> RE%%F;T('JA\F%%’ET (lzlLLJJTMLEEgI:? INDICATES CIRCUIT GROUPING (B EXISTING 3T SHUNT TRIP Q = |2SR
Ny W .
UNDERFLOOR DUCT JUNCTION BOX GFl SUBSCRIPT LETTER INDICATES: FDR FEEDER STD STANDARD m s -
®7 JUNCTION BOX — CUBICLE &= GFI — WITH GROUND FAULT PROTECTION g5
2 IG — ISOLATED GROUND FIX FIXTURE SW SWITCH N 9 =
PULLBOX S — SAFETY TYPE - 2 8
\é/; - &%Jg;g?%% oF FLEX FLEXIBLE SWBD SWITCHBOARD 'g e
3‘: CROUND ROD ; FLR FLOOR SWGR  SWITCHGEAR Q i -
RECEPTACLE, DOUBLE DUPLEX — (2) 20A, 120V, GND. °23 3
> COMBINATION QUAD TELEPHONE/COMPUTER DATA OUTLET (2) - FEET T TIMER E 35 2
4 & ESEl | 8
RECEPTACLE, DUPLEX — WITH ONE—HALF SWITCHED 253 a8
A% WIRELESS ACCESS POINT F FUSE B TERMINAL BLOCK ‘E 58| 2|9,
D FLUSH TELEPHONE OUTLET WITH BLANK COVER PLATE = GROUNDING TYPE DUPLEX RECEPTACLE, 125V T FUTURE TEMP  TEMPERATURE 8 el o|23
scE| 2=
> FLUSH 2 GANG BACKBOX WITH SINGLE GANG RING =] GROUNDING TYPE DUPLEX RECEPTACLE, 125V ALY CALVANIZED i ploaL 8£8) 5| "¢
& EMERGENCY RECEPTACLE, DOUBLE DUPLEX — (2) 20A, 120V, GND. «q[lml[b =
> COMBINATION TELEPHONE/COMPUTER DATA OUTLET (2) GEN GENERATOR e UNDERGROUND l i
FLUSH FLOOR DUPLEX RECEPTACLE AND DATA
® TEBLOE;HV%E EEL\jISCHE ’;\L[\JODOFE A%LF{TELTETPL;\TEFLVVaHER“é'OgggSPRE%OOR & GFCI GROUND FAULT CIRCUIT INTERRUPTER UL UNDERWRITERS LABORATORIES
‘ =) EMERGENCY FLUSH FLOOR DUPLEX RECEPTACLE AND DATA
LIGHTING FIXTURE SYMBOL — CND GROUND v VOLT (3)
"y = FLUSH FLOOR DOUBLE DUPLEX RECEPTACLE AND QUAD DATA o~
@ — A" DENOTES TYPE = . GRS GALVANIZED RIGID STEEL W WATT (S) w S
_ ” ”» m
2" DENOTES NUMBER OF FIXTURES S== EMERGENCY FLUSH FLOOR DOUBLE DUPLEX RECEPTACLE a,, - 2
HF GAS FIRED FURNACE WHM WATTHOURMETER <L« O
AND QUAD DATA == S
A REVISION REFERENCE SYMBOL — SEE ASSOCIATED REV. NOTE S a <& =
SN Q —
@D SHEET NOTE REFERENCE PLUG—IN STRIP — SURFACE RACEWAY WITH 20A, 125V, GROUNDED HH HANDHOLE wp WEATHERPROOF wEl | s
SINGLE RECEPTACLES AT 18” 0.C. UNLESS OTHERWISE NOTED Hp HORSEPOWER CFMR  TRANSFORMER S =
) MOTOR oGz >3
(T WATER HEATER d LIGHT HZ HERTZ Z IMPEDANCE 293 2.E<
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